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THONG SO KY THUAT

DAY & CAP DIEN GOLDCUP

Specifications AOLDCUP wire & cable
1509001 : 2008
Cap dién 1 16i khong co giap bao vé 0.6/1 kV - Al/XLPE/PVC
0.6/1 kV unarmoured single core cables - Al/XLPE/PVC
Tiéu chudin &p dung / Applied standards : TEC 60502-1 (TCVN 5935)
Tiék dién mit cit Rujk din dign Chidudly  Chibudiydanh  Budng Kinh ting it Chiu dai
danh dinh Conductor céch difn @inh v& boc gin ding n§20°C bng g6l
Nominal coss m Insation  Nominalsheath  Approx. overell Conductor Packing length
secton area Noofwies  Approc dameter ticiness thiines demer  resiEnceat 20C
(mm’) (mm) (mm) (mm) (mm) (Qfkm) (m)
16 1 47 07 14 9 191 3000
25 7 60 09 14 i 1,2 3000
B 7 7L 0% 14 2 0,868 2000
50 1 82 10 14 13 0,641 2000
70 18 97 11 14 15 0443 2000
95 18 114 i 15 17 0320 2000
120 19 128 12 15 19 0,253 2000
150 18 142 14 16 pil 0,206 2000
185 35 160 16 16 n 0,164 1000
240 % 183 17 17 %5 0,125 1000
300 % 03 18 18 2 0,100 1000
Tét ch c4c sAn pham trén d8u o6 rudt déin d1gn dang nén trdn,
All of conductor are round compacted.
Céc thong s5 trong bing chi mang tinh chét gidi thidu va khong phai 14 céc chi tiéu dénh gia san phim,
The parameters are for reference only, they're not specification.
San phém duge sn xullt va kidm tra tulin thi theo che quy dinh clia tidu chudn &p dung.
The products are manufactured and tested according to requirements of applied standard.
Két céiu / Construction
1, L6 dfn dién/Conductor  : Sqf nhém bén
2. LGp cach dién/Insulation  : Nhua XLPE
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3, L6p boc ngodijOuter sheath : Nhija PVC

DAY & CAP BIEN GOLDCUP

BOLDCUP wire & cable

THONG SO KV THUAT

Cap dién 2 I6i khong co giap bao vé 0.6/1 kV - Al/XLPE/PVC
0.6/1 kV unarmoured 2 cores cables - A/XLPE/PVC

TIéu chuéin &p dyng / Applied standards : IEC 60502-1 (TCVN 5935)

4181 x Ti dién
‘mit cit danh dinh

No. of core x Nominal
oross section ares

(mm’)
2x16
2x25
2x35
2x50
2x70
2x95
2x120
2x150
2x185
2% 240
2x300

55 s¢i bén
No. of wires

Rujt din dién
Conducor

(mm)

128
142
16,0
183
203

Chigu diy
chch dign

Buiing kinh rugtdln  Imsulation
Approx. diameter thlckness

(mm)

16
17
18

Tét ca cic sin phém trén déu c6 rugt dan dién dang nén tron,

Al of conductor are round compacted.

Chidu diy danh  Butbing kinh ting an
Gnhwbc  gending

Nominalshesth ~ Approx, overall

thickness dameter
(mm) (mm)
18 16
18 20
18 2
18 2%
18 28
19 2
20 35
22 39
23 “
25 4
26 54

Chcthng 6 trong béng chi mang tinh chét gici thigu va khdng phéi 13 céc chi tiéu danh gid san phém,
The parameters are for reference only, they re not specification,
Sin phim duge sin xuét va kiém tra tudin thi theo cAc quy dinh clia tiéu chudn &p dung.
The products are manufactured and tested according to requirements of applied standard.

K&t ciu / Construction

1. L& déin dién/Conductor

2. Ldp céch dign/Insulation

3. Ldp ddnyFiler

4. Lp biing quan/Binder tape
5. Ldp boc ngodifOuter sheath
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Specifications

it Chiéy dai

n§20°C 6ng gl
S, e

(0/km) (m)
191 2000
1,20 2000
0,868 1000
0,641 1000
0,443 1000
0,320 1000
0,253 1000
0,206 1000
0,164 500
0,125 500
0,100 500

+ Sgi nhdm bén

: Nhva XLPE

 Sqi PP

 Béng PP Foamed

+ Nhya PVC



THONG SO K¥ THUAT DAY & CAP DIEN GOLDCUP
Specifications GOLDEUP vire & cable
150 9001.: 2008
Cap dién 3 I6i khong co giap bao vé 0.6/1 kV - Al/XLPE/PVC
0.6/1 kV unarmoured 3 cores cables - AYXLPE/PVC
Tiéu chusn &p dung / Applied standards : IEC 60502-1 (TCVN 5935)
531 X Tiét dign Rut din cign Chiudsy  Chiudiydanh  Buiing kinh tng Ilgin tri gt Chigu dai
mt cét danh dinh Condctir hch dign dinh vd bgc g ding dind20% ding b
Mo.ofcoexhomnal  SEsibdn  Dubngkinhruitdln  jusn  Momindseath  Approx overal Condetor Packing lengih
oss section area Ho. of wires Approx. diameter thickness thickness diameter resistance at 20C
{mm’) (mm) (mm) {mm) (mm) {Q/km) (m)
3x16 7 47 07 18 19 191 2000
3x25 7 60 09 18 2 10 2000
3x35 7 71 09 18 2 0,868 1000
3%50 g 82 10 18 % 064 1000
3x10 18 97 11 15 3 0,443 1000
3x95 18 14 11 20 H 0,320 1000
Ix120 19 128 12 21 3 0,253 1000
3x150 18 142 14 23 Q@ 0,206 500
3x185 35 160 16 24 47 0,164 500
3x240 36 183 17 26 5 0,125 500
3x300 3 203 18 27 58 0,100 500
Tét ca céc sén phiim trén déu cb ruét dén dién dang nén tron.
Al of conductor are round compacted.
Céc thing s trong bang chi mang tinh chét gidi thiu va khiing phai 1a céc chi tiéu dénh gia san phém,
The parameters are for reference only, they're not specification,
§4n pham dugc san xuéit va kim tra tudn thil theo céc quy dinh cla tiéu chuéin ép dung,
The products are manufactured and tested according to requirements of applied standard,
Két cau / Construction
= 1. L1 din dién/Conductor : Sgi nhdm bén
.= 2. Lép céch dién/Insulation : Nhga XLPE
2 3, Lip donFiller  5qi PP
4, Ldp bing quén/Binder tape : Béing PP Foamed
54321 5. Ldp boc ngodi/Outer sheath : Nhya PVC
6 www.goldeup.com.vn

@ DAY & CAP BIEN GOLDCUP THONG S6 K¥ THUAT
GOLDGUP wire & cable Specifications
Cép dién 4 16i khong cd giap bao vé 0.6/1 kV - Al/XLPE/PVC
0.6/1 kV unarmoured 4 cores cables - Al/XLPE/PVC
Tiéu chuéin &p dung / Applied standards : TEC 60502-1 (TCVN 5935)
S5 16 x Tiet dign Rudtdfn aign Chituddy  Chigu dIy danh  Pung kinhting  Pign trd rugt Chigu dai
mit it danh djnh Conductor chch dign dinh v boe gl diing .xn a°C déng gbi
No.cfcorexNominal  SOsgibén  Bubmgkinhrubtdln  mston  Momnaisheath  Approx,overa Condctor Packing leagth
oS section area Ho. of wires Appror, diameter thidness Hhickness resistange 2t 20C
() (mm) (mm) (mm} {mm) (@/km) (m)
4x16 7 47 07 18 b 191 2000
4x25 7 60 09 18 3 10 1000
4x35 7 Pl 09 18 % 0,868 1000
4x50 7 82 10 18 L] 0,641 1000
4x70 18 97 11 20 k3] 0443 1000
4x95 18 114 11 21 k] 0320 1000
4x120 19 128 12 23 Q 0,253 1000
4x150 18 142 14 24 4 0,206 500
4x185 3% 160 16 26 5 0,164 50
4x240 3% 183 17 28 5 0125 30
4x300 % 203 18 30 [ 0,100 500

Téit ca cac san phim trén déu cd rudt déin dién dang nén tron.
Al of conductor are round compacted.

Cac thing sd trong bang chi mang tinh chét gidi thigu va khing phai I céc chi tiéu danh gid sin pham,
The parameters are for reference only, they're not specification.

Sén phim dugc san Xudt va kiém tra tudn thi theo céc quy dinh cia tiéu chugn p dung,
The products are manufactured and tested according to requirements of applied standard,

Két cau / Construction

- 1. L6i dfn dién/Conductor  Sgi nhom bgn
2. Ldp cach dién/Insulation : Nhufa XLPE

3. Lp dbinfFiller + i PP
4, Ldp bing quén/Binder tape : Béing PP Foamed
54321 5. L9p boc ngodifOuter sheath + Nhya PVC
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THONG $6 KV THUAT DAY & CAP DIEN GOLDGUP @S> DAY & CAPPIEN GOLDCUP THONG SO KY THUAT
Specifications @oLOCUP Wwire & cable - @OLDCUP Wire & cable Specifications
1509001 : 2008
Cap dién 5 [6i khong cd giap bao vé 0.6/1 kV - Al/XLPE/PVC Cap dién 4 16i vdi I6i trung tinh nhé han khong 6 giap bao vé 0.6/1 kv - Al/XLPE/PVC
0.6/1 kV unarmoured 5 cores cables - AYXLPE/PVC 0.6/1 kY four cores with reduced neutral core unarmoured cables - AY/XLPE/PVC
Tiéu chuéin &p dung / Applied standards : IEC 60502-1 (TCVN 5935) Tiéu chugin &p dung / Applied standards :TEC 60502-1 (TCVN 5935)
55161 xTiét dién Ruft din dién Chigudiy  Chiéudiydanh Bubingkinhtdng  ién trirust Chitu dii 516 xTiék dién Rudt diin ¥n Chigu diy Chitu  Bufing Bién i rut chitu
mit cit danh dinh Condlcinr cichdign  jnhvoboc ghn diing dind20C déng gbi mitcit danh dinh Condlctor chch dién diy  Kinh dind 20 i
_— _ danh
oofcrextomial  S6aibdn  Dubmgkimhrubtdln i Nomialsheth  Aproc o Condhuctor Packing lengih Ho. of core x Nominal Ll pha Ll trung tinh Insuation doh  gin Condutor g6l
oross sectonarea o, of wires Approx, diameter thickness thidness dameter resistance at 20C oruss section area Phasecre \Rintxe thidaress vibge  ding resstance at 20C
(mm’) {mm) (mm) (mm) (mm) {Q/km) (m) Shof Dunglinh  S¥egl Dubnglinh o . Wditwng  Nomhd  Awor o LSitueg  Paing
ban  roftdln  bén  rufeadn P tinh sheath  overal L tinh length
5x16 7 47 07 18 3 191 2000 Mo.of Ao Noof  Apor  Phese e MOOES domte pue yey
wies  dlameter wires  diameter e core are e
5%25 7 60 09 18 8 1,20 1000
5x35 7 7 09 19 3 0,868 1000 (mm’) (mm) (mm)  (om) (o) (mm)  (om)  (@km)  (@km)  (m)
5x50 7 82 10 21 % 04t 1000 Ix25+16 7 60 7 47 09 07 18 2 L0 19 2000
5x70 18 97 11 2 " 04 1000 3x35+16 7 747 09 07 18 M 08B 191 2000
5x85 18 114 14 24 % 030 1000 3x35+25 7 i 760 09 09 18 25 088 120 200
5x120 19 128 12 2% 0 0253 500 3x50+25 7 82 7060 10 09 18w 0s4 10 100
5x150 18 142 14 2 5 0206 500 3x50+35 708 A0 1008 18 B 084 088 1000
5x185 % 160 16 30 m 0164 m 3IXT0+25 B9 70060 11 09 L9 31 043 10 1000
5x240 % 183 17 32 n 0125 0 3x70+35 8 97 7T 108 19 2 043 088 1000
3x70+50 8 97 78 110 200 3B 0M3 0f 1000
Tét ca céc san phim trén déu c6 rudt dfin dién dang nén tron.
A of condixctor e round com : 3x95+50 18 114 7 82 1,1 1,0 21 3 0320 064 1000
Céc théng s trong bang chi mang tinh chat gidi thiu va khing phai Ia cac chi tiéu danh gia san phém, 3x95+70 JL 9 97 11l 3 030 043 1000
The parameters are for reference onfy, they're not specification, 3x120 450 19 128 7 82 12 10 2,2 39 0253 0641 1000
Sén pham dugc san xuéit va kiém tra tusn thil theo céc quy dinh clia tiéu chudn ap dung. 3x120+70 15 128 18 97 12 4L 22 40 0253 0443 1000
h icts are manufactured and tested according to requirements of applied standard,
Sfmartes ) M D g O IX120495 B RS B w4 12 L1 22 4 05 0 W
3x150+70 18 142 18 97 14 11 23 4 0206 0443 1000
3x150+95 18 142 18 114 14 11 23 45 0206 032 1000
3x150 4120 18 142 19 128 14 12 24 46 0206 0253 1000
3x185+70 35 160 18 97 16 11 25 48 0164 0443 1000
3x185+95 35 160 18 14 16 11 25 49 0164 0320 500
3x185+ 120 35 16,0 19 128 16 12 25 50 0164 0253 500
3x 185+ 150 35 16,0 18 142 16 14 25 51 0164 0,206 500
3X240 + 120 % 183 9 w42 12 375 015 03 500
3x240 + 150 3% 183 18 142 17 14 37 56 0,125 0,206 500
3x240 + 185 36 183 3 160 17 16 27 57 0,125 0164 500
3x300 + 150 ¥ 203 18 142 18 14 27 60 0100 026 500
3x300 4 185 % 203 %k 160 18 18 7 & 0100 014 500
3%300 + 240 % 03 ¥ 183 18 17 37 @ 010 015 50
Tét ¢ céc séin phdim trén d8u o rugt din dign dang nén tron,
All of conduictor are round compacted,
Céc thong 56 trong bang chi mang tinh chét gidi thiu v khéng phai 13 cac chi tiéu danh gid san phim,
The parameters are for reference only, they're not specification.
$an pham dugc san xuét v kiém tra tudn thi thea cac quy djnh cia tiéu chudn ap dyng.
The products are manufactured and tested according to requirements of applied standard.
Két cau / Construction Két cau / Construction
= 1. L8 dén dién/Conductor  5gi nhom bén [= 1. L6i dén dién/Conductor : Sgi nhdm bén
= 2. Lp céch dién/Insulation + Nhifa XLPE { = 2. Lip cAch dién/Insulation : Nhua XLPE
3. Lép ddn/Filler 1 S PP ’ 3. Ldp don/Filler + i PP
4, Lp bing quén/Binder tape + Béng PP Foamed ‘ 4, Lp béing quén/Binder tape : Bing PP Foamed
54321 5, Ldp bot ngodi/Outer sheath ; Nhya PVC 54321 5. Ldp boe ngoaifOuter sheath ; Nhya PVC
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THONG $6 KV THUAT

Specifications

DAY & CAP DIEN GOLDGUP

aoLOCUP wire & cable

JASANE

Cap dién 2181 c6 giap bao vé (cap ngam) 0.6/1 kV - Al/XLPE/PVC/DSTA/PVC
0.6/1 kV armoured 2 cores cables (under ground) - Al/XLPE/PVC/DSTA/PVC

TIéu chudin &p dung / Applied standards : IEC 60502-1 (TCVN 5935)

5615i x Tiét dién
mit cit danh dinh

No.of cvexNominal ~ S8%0ibl  Buing kinh rudt din

cross section area
(mm')
2x16
2x25
2x35
2x50
2x70
2x95
2x120
2x150
2x185
2x240
2x300

Rt dn cién
Condctor

o, of wires Approx, diameter

{mm)
7 47
7 60
7 7
7 82
18 97
18 14
19 128
18 142
35 160
3% 183
% 03

Chigu diy
cich dign

Insulation
thickness

(mm)
07
09
09
10
11
11
12
14
16
17
18

Chieuddy — Chiéudiydanh  Buing kinh
béng gidp dinhvdboc  tng gin ding
Thidressof  Nominalsheath  Appror. overal
amouredtapes  thickness dameter
(mm) (mm) (mm)
02 18 19
02 18 2
02 18 %
02 18 27
02 19 30
02 2,0 34
05 22 39
05 23 5]
05 25 4%
05 26 53
05 28 58

T4t ci céc séin phéim tréin déu o6 rugt dén dién dang nén tron,
All of conduictor are round compacted.

Céc thong s trong bing chi mang tinh chét gidi thidu va khding phai 14 céc chi tiéu dénh gi san phim,

The parameters are for reference only; they're not specification.

§én phdm duge san xudt va kiém tra tuéin thi theo céc quy dinh ala tiéu chudn ap dung.
The products are manufactured and tested acoording to requirements of applied standard.

7654

Két cau / Construction

I

N_a
-l

1. L B dién/Conductor

2. Lp céch dién/Insulation

3, L danFiller

4, LGp béing quén/Binder tape
5. Ldp v4 boc trong

6. Lip gidp kim loai

7. Lp vb boc:

www.goldcup.com.vn

1509001 : 2008
Bién trd rudt Chigu dai
dind20C  donggbi

Condctor Packing
resistanceat °C fength

(©/km) (m)
191 2000
1,20 2000
0,868 1000
0,641 1000
0,443 1000
0320 1000
0,253 1000
0,206 1000
0,164 500
0,125 500
0,100 500
 Sgi nhdm bén

: Nhija XLPE

1 S PP

 Béing PP Foamed

; Nhya PVC

 Bang thép ma kém
+ Nhyfa PVC

DAY & CAP DIEN GOLDCUP

@oLDCUP Wire & cable

THONG SO KV THUAT

Specifications

Cap dién 3 I6i co giap bao vé (cap ngém) 0.6/1 kV - Al/XLPE/PVC/DSTA/PVC
0.6/1 KV armoured 3 cores cables (under ground) - AYXLPE/PVC/DSTA/PVC

Tiéu chulin &p dung / Applied standards: IEC 60502-1 (TCVN 5935)

56161 x Tiék dign
mijt cét danh djnh

No. ofcoexNominal  S8sqi bl Buding Kinh ruft din

cross section area
(mm)
3x16
3x25
3x35
3x50
3x70
3x95
3x120
3x150
3x185
3x240
3x300

Ruft dén aign
Conducior

o, of wires: Approx, diameter

(mm)
7 47
7 60
7 7
7 82
18 97
18 114
19 28
18 142
3% 16,0
3% 183
3% 03

Chieuddy  Chieudiy
cich béng gidp
Insuaton  Thickmessof
thickness  amioured tapes
(mm) {mm)
07 02
08 02
09 02
1,0 02
1,1 02
11 05
12 05
14 05
16 05
17 05
18 05

Tét ¢A cic san pham trén d&u ¢6 rugt din dién dang nén tron,
Alf of conductor are round compacted.

Cic thong s5 trong bang chi mang tinh chét giéi thigu va khang phai 13 cac chi tidu danh gié san pham.
The parameters are for reference only, they're not specification.

San phéim dugc sén xudt va kiém tra tuén thi theo céc quy dinh cia tidu chugn 4p dung.
The products are manufactured and tested according to requirements of applied standard.

7654

Chigu day danh  Budng kinh
dinhvbbec  tng gn diing

Neminal sheathh  Approx. overell
thickness dlameter

(mm) (mm)
18 bl
18 bi}
18 %
19 b
20 ki)
22 k]
23 fQ
24 4%
26 51
28 57
29 62

Két cau / Construction

w— L
N—
=i
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1. Lbi dén dién/Conductor

2. Lp cAch dign/Insulation

3. Ldp dan/Filler

4, Ldp béing quén/Binder tape
5. Ldp va boc trong

6. Ldp gidp kim logi

7. Lép vd boc:

e tmol
Condector Packing
resisanceat2°C length

(©/km) (m
1,91 2000
1,20 2000
0,868 1000
0,641 1000
0443 1000
0320 1000
0,253 1000
0,206 1000
0,164 500
0,125 500
0,100 500

+ Sgi nhom bén
 Nnfa XLPE

+ Sef PP

+ Béng PP Foamed

: Nhya PVC

+ Béng thép ma kém
: Nhwa PVC

1



THONG SO K¥ THUAT

Specifications

DAY & CAP DIEN GOLDCUP

@oLOCUP Wire & cable

AN

|
150 5001 : 2008

Cap dién 411 cd giap bao vé (cap ngam) 0.6/1 kV - Al/XLPE/PVC/DSTA/PVC
0.6/1 kV armoured 4 cores cables (under ground) - AI/XLPE/PVC/DSTA/PVC

Tiéu chudin &p dung / Applied standards : IEC 60502-1 (TCVN 5935)

S615i x Tiét dién
mt cit danh dinh

Ho. of core x Nominal
oSS seotion area

4x95

4x120
4x150
4x185
4x240
4x300

Rujt din én
Gondicter

Shegibin  Buiing kinh ruft din

Ko of wires Approx, diameter

(mm)
7 47
7 6,0
7 71
/) 82
18 97
18 14
19 128
18 142
3% 16,0
% 183
36 20,3

Chu diy

cich dign binggifp  dichvdbec  ting gin diing
Inubtion  Thideessof  Nominalshesth  Aporor. overal
tickness  amouredtapes  thickness dameter
(mm) (mm) (mm) (mm)
07 02 18 Vil
09 02 18 2%
09 02 18 28
10 02 20 2
11 05 3l 7
11 05 23 42
12 05 24 46
14 05 26 51
16 05 28 5
17 05 30 64
18 05 32 6

Tét ca cAc san phém trén déu o rugt déin dién dang nén tron,
Al of conductor are round compacted.

Céc théng s trong bang chi mang tinh chét gidi thigu va khding phai 1a céc chi tiéu danh gié san pham,

The parameters are for reference only, they're not specification.

Sén phém dugc san xuit va kiém tra tuéin thii theo céc quy dinh cla tiéu chudn &p dyng,
The products are manufactured and tested according to requirements of applied standard.

7654

Chieu diy

Chiéudiy danh  Budng kinh

Két cdu / Construction

iy

1. Lii dén dién/Conductor

2. Lép céch dién/Insulation

3. Ldp dan/Filler

4, Ldp biang quén/Binder tape
5. Ldp v4 boc trong

6. Lp gidp kim loai

7. Lp vo boc:

www.goldcup.com.vn

howe  smoi
Conguctor Packing
resisanoeat 0°C fength
{Q/km) (m)
1,91 2000
1,2 2000
0,868 1000
0,641 1000
0443 1000
0,320 1000
0,253 1000
0,206 500
0,164 500
0,125 500
0,100 500
 5gi nhdm bén
' Nhija XLPE
: 5qi PP
 Béing PP Foamed
: Nhya PVC
 Bang thép ma kém
+ Nhyta PVC

DAY & CAP DIEN GOLDCUP

@oLDCUP wire & cable

THONG SO KV THUAT

Specifications

Cap dién 5 I5i c6 giap bao vé (cap ngam) 0.6/1 kV - Al/XLPE/PVC/DSTA/PVC
0.6/1 kV armoured 5 cores cables (under ground) - Al/XLPE/PYC/DSTA/PVC

Tiéu chudn 4p dung / Applied standards: 1EC 60502-1 (TCVN 5935)

S513i Tt dién
mit cét danh djnh

No. ofcoexNominal  S85qiblin  Buding Kinh ruft din

cross section area
(mm’)
5x16
5x25
5x35
5x50
5x70
5x95
5x120
5x150
5x185
5x240

Ruft ln dign
Conducior

No, of wires: Approx, diameter

(mm)
7 47
7 60
7 71
7 82
18 97
8 114
19 128
18 142
3 160
3% 183

Chiéy diy
cich dién

Insufation
thickness.

Chituddy  Chieudiydanh  Buing kinh
biing gidp finhvobec  tng gin diing
Thidmessof  Nominalsheath  Approx. overall
amioured tapes thickness dlameter
{mm) (mm) (mm)
0,2 18 25,1
02 18 302
0,2 19 37
0,2 21 ki
05 23 “9
0,5 24 504
0,5 26 55,8
05 28 618
05 29 688
05 32 711

Tét ca céic san phém trén déu 6 rudt din dign dang nén tron,
Al of conductor are round compacted.
Cc thong 5 trong bang chi mang tinh chét giéi thigu va khéng phal 12 céc chi tiéu danh gié sin pham.
The parameters are for reference only, they're not specification.
San phém dug sin xuéit va kiém tra tuén th theo céc quy dinh cda tiéu chuiin &p dyng.
The products are manufactured and tested according to requirements of applied standard,

Két cau / Construction

www.goldcup.com.vn

1. Lii dan dién/Conductor

2. Lp cAch d&ign/Insulation

3. Ldp donfFiller

4, L8p biing quan/Binder tape
5. Ldp v6 boc trong

6. L6p gidp kim loai

7. Lp vb boc:

e dmol
Coductor Packing

nesigarceat20C fength
(©/km) (m
191 2000
1,20 2000
0,868 1000
0,641 1000
0,443 1000
0,320 500
0,253 500
0,206 500
0,164 500
0,125 500
+ 5gi nhom bén
 Nhua XLPE
: Si PP
: Béing PP Foamed
: Nhya PYC
: Béing thép ma kém
+ Nhya PVC

13



THONG SO KY THUAT DAY & CAP DIEN GOLDCUP £h=" DAY & CAP PIEN GOLDCUP THONG SG KY THUAT
Specifications GOLDEUP vire & cable GOLDGUP wire & cable Specifications
150 9001 : 2008
Cap dién 4 16i v6i I5i trung tinh nhé hon 6 giap bao vé 0.6/1 kvv Cép vén xoén ABC 0.6/1 Kv - Al/XLPE
- Al/XLPE/PVC/DSTA/PVC 0.6/1 KV aerial bundled cables - AiXLPE
0.6/1 kV four cores with reduced neutral core unarmoured cables - AXLPE/PVC
Tiéu chudn ap dung / Applied standards : TCVN 5935 (TEC 60502-1) Tiéu chulin &p dung / Applied standards : AS 3560 (TCVN 6447)
SE16lx Tk dlén Ruft dlin qién Chibu diy Ot ChiBs  Buig  Dlintdnt Chita 516 x it i Chida di dng kinh b ot Chidudai
mit cit danh djnh Conductor cich dién I:‘i:vg d«::vh m din $20°c ﬂ::i! ;:x d:mh ci:lh uum M::'ﬂi:: &ﬂi’n ﬂ:nn m&wcﬁ L‘::tn cdp Mln!: néil
No. of cre x Nomingl L51 pha L8l trung tinh Tnsultion oép  dph  ghn No.cfeoexhomival  SEsibén  Bubngkinhrujrdin  psaton Agprow, overel Cotor  Miimanbeaking  Packing
708S ecto aea Phasecore Neutralcore Bikress vobpe  ding  reskeancoat20C cossedonxes  Mo.ofwires  Approx dameter thidress dameter  msinceat’’C badofesble fngth
Sisgl Putngkinh SHsch Mnh oo Liltung  Thicknes  Hominal ST T
e T e g s U0 TR GO O e U (o) (nm) o @ m
to.of No.of Pose  Neypal  CmOURd  Ohidness  dameter  pc gy
e D L jhad B 2x16 i 47 13 15 191 44 1000
2x25 7 60 13 18 120 70 1000
{mm) (mm) (mm)  (mm) (mm) () (mm)  (om) (@Km) @km)  (m) fer = o ) ) T 5 1000
3x25+16 7 60 7 47 09 07 02 18 24 120 19 2000 2x50 7 82 15 xn 0,641 140 1000
3x35+16 I U 7 47 09 07 02 18 % 0868 191 20 2%70 18 97 15 % 043 196 1000
3x35+25 7 760 09 09 02 18 7 088 120 2000 295 8 114 17 ) 030 %6 50
3x50+25 782 760 009 02 19 30 06l 120 100 2x120 9 128 17 3 0253 16 0
3%50+35 7 82 71 009 02 19 3L 064 0868 1000 2x150 8 142 17 % 0216 20 50
3x70+25 89 760 09 02 20 3043 120 1000
3x70+35 B 97 7 1109 02 20 3 043 088 1000 3x16 7 42 13 1 191 66 1000
3x70+50 B 97 7 82 10 02 20 3B 043 064 1000 3x25 7 60 13 19 120 105 1000
395 +50 B s 7 82 10 05 22 4 030 064 1000 3x35 7 7 13 P 0868 17 1000
3x95+70 B 4 B 97 11 05 22 4 030 043 1000 3x50 7 82 15 % 0641 A0 1000
3x120 450 9 28 7 82 12 10 05 23 4 0283 064 1000 3x70 ® 07 15 » 044 4 100
3x120470 9 28 B8 97 12 L1 05 24 M 028 043 1000 3x95 In 114 1 2 030 19 500
3X120+95 19 128 18 14 12 L1 05 24 45 023 030 10 3x120 1 128 17 k3 0,259 504 500
3x150470 B 142 18 97 14 11 05 25 48 026 043 500 3x150 18 142 17 3 0,206 63,0 500
3x150+495 8 142 18 14 14 L1 05 25 4 006 03 50 o il ik
INO410 1 12 19 28 14 12 05 25 S0 0M6 023 50 el et
3x185+70 3 160 18 97 e L1 05 26 R 014 043 500 Céc thang s5 trong bang chi mang tinh chét gidi thigu va khang phai 13 cac chi tidu dénh gié san pham,
3x185+95 ¥ 160 18 114 16 11 05 26 53 0164 030 500 The parameters are for reference only, they're not specification.
3x185 +120 160 % 12 05 27 50 San phém dugc sén xufit va kiém tra tudn thi theo cic quy dinh cia tiéu chudin p dyng,
A : 2 1oy S The products are manufactured and tested according to requirements of applied standard.
3x185+4150 35 160 18 142 16 14 05 27 55 0164 ON6 500
3x240+120 3% 183 19 18 17 12 05 28 5 05 0253 300
3x40+150 3% 183 18 142 17 14 05 29 60 0I5 0206 300
3x240+185 3% 183 35 160 17 16 05 29 & 015 Ol 30
3x300 + 150 % 203 18 142 18 14 05 30 65 0100 0206 300
3x300+185 3 203 kB 60 L8 L6 05 30 6 000 o064 300
3x30+240 3% N3 3} 183 18 L7 05 31 & 00 015 300
Tét ch cc san phdm trén d8u c6 rugt déin dlan dang nén trdn,
All of conductor are round compacted.
Cic thing s& trong bing chi mang tinh chét gi6 thiéu va khéng phal 1A céc chi tiu danh gid sin phim.
The parameters are for refereice only, they re riot specification,
San phm dugc san xuslt va kiém tra tuéin thii theo cic quy dinh ciia tigu chuéin 4p dung.
The products are manufactured and tested according to requirements of applied standard.
Két cau / Construction Két cdu / Construction
= 1. 181 dén dién/Conductor : S nhém bén 1,L5i déin dién/Conductor ~ : Nhdm/Aluminum
= 2. Ldp céch dién/Insulation : Nhya XLPE 2. Lp cch dign/Insulation  : XLPE
) 3. Lép dan/Filler + 5qi PP
4, L8p bing quén/Binder tape : Béing PP Foamed
7654321 5. Lép v boc trong : Nhyfa PVC
6. Ldp giap kim loai  Béing thép ma kém
7. Ldp vo boc: + Nhyja PVC
14 www.goldeup.com.vn www.goldeup.com.vn 15



JASANE
THONG SO KY THU@T DAY & CAP BIEN GOLDCUP J(e G DAY & CAP DIEN GOLDCUP THONG SO KY THUI?T
Specifications @OLDEUP Wire & cable e BOLDCUP Wire & cable Specifications
150 9001 : 2008
Cép viin xoin ABC 0.6/1 Kv - Al/XLPE Cap nhom boc PVC (AV) 0.6/1 kV - Al/PVC
0.6/1 kV aerial bundled cables - AiYXLPE 0.6/1 kV PVC PVC covered aluminum cables - Al/PVC
Tléu chudin &p dung / Applied standards : AS 3560 (TCVN 6447) Tiéu chuan tham khéo / Reference standards: TCVN 5064, TCVN 5935
56161 xTiét dién Rugt dlin @n Chiku diy Butngkinh  Bién tri ik Lufekéo dift Chitu dii Loai cip Ruft din tin Buimgkinn  Chieudiy  Dubngkinh Bién trd e dén & 20°C Chiku dii
mit cit danh dinh Conducior cich dién thing gin ding ding 20°C todn cip d6ng géi Conclucior nijtdandign  cichdién  tong gin ding Condicto resistance at 20C. g gbi
Ho.of cvexhominal  SSsibdn  Bubg kinh rugtdin Insuition Aparox. overall Condurtor Hinimum breaking Patking e Sbogi  Dubngkinhsi piofoondur  Inuston  Approcowar  Nhonht Lénnhdt  packingfength
0SS seotion area o, of wires Approx. diameter thickness dameter resistance at 20C foad of cable length No. of wires Diz, of wires thickness diameter Min Max
() (mm) (mm) (mm) (0fkm) (k) (m) (mm’) (mm) (mm) (mm) (mm) (©fkm) (@fkm) (m)
4x16 7 47 13 18 191 88 1000 V16 i 1,70 51 10 7 1,7647 18367 3000
4x25 7 60 13 P} 1,2 140 1000 N2 7 2,13 64 12 9 1,259 11719 3000
4x35 7 71 13 2% 0,868 196 1000 Av35 1 251 75 12 10 0,8180 0,8514 3000
4x50 7 82 15 28 0,641 280 1000 AVS0 7 30 90 14 12 0,5633 0,5863 3000
4%70 18 97 15 31 0443 392 500 AV70 7 355 107 14 14 04048 04214 3000
4x95 18 114 17 36 0,320 532 500 AV95 7 410 123 16 16 0,3052 03176 3000
4x120 19 128 17 40 0,253 672 500 AV 120 19 28 140 18 18 90,2410 0,2508 2000
4x150 18 142 17 43 0,206 840 500 AV 150 19 345 158 18 20 0,1905 0,1983 2000
AV 185 37 251 176 20 2 0,1543 0,1605 1000
Tét c cAc sén phéim trén déu o6 rugt dfin dién dang nén trén.
Al of contheto are ound compacted, AV 240 £ 28 199 22 2% 0,181 01229 1000
Céc thng 5 trang bang chi mang tinh chéft gifi thigu va khing phi Ia céc chi tidu danh gié san phém, AV 300 37 315 21 24 7 0,080 0,1020 1000
The perameters are fo eference on;theyre not speciication AV400 ¥ 366 56 2% 3t 075 007ss 1000
S4n pham duge san xudit va kiém tra tusn thi theo céc quy dinh clia tiéu chudn &p dung,
The products are manufactured and tested acoording to requirements of applied standard. Cac thdng 6 trong bang chi mang tinh chat gidi thigu va khong phai 1a cac chi tiéu danh gia san pham.
The parameters are for reference only, they're ot specification.
San pham dugc san xuét v kiém tra tudn thii theo céc quy dinh cia tiéu chudn ap dung.
The products are manufactured and tested according to requirements of applied standard.
Ngodi céc chiing logi san phdm trén, chiing ti s& san xudt céc loal san phéim c6 qui cich theo yéu ciu cila khéch hang,
In addition to the product catiegories above , we wil produce afl kinds of specifications products according to customer requirements
Két cau / Construction Két cdu / Construction
1. Lii dén dién/Conductor : S¢fi nhom bén o, 1. Ruft dén diényConductor St ahém bén
2. Lép céch dién/Insulation : Nhya XLPE 2. Lp céch din/Insulation : Nhya PVC
i
21 2 1

16 www.goldcup.com.vn www.goldcup.com.vn 17



THONG SO KY THUAT

Specifications

DAY & CAP DIEN GOLDGUP
SOLDCUP wire & cable

Cép nhom I6i thép boc PVC (AsV) 0.6/1 kV - As/PVC

0.6/1 kV PVC covered aluminum steel reinforced cables - As/PVC

Tiéu chufin tham khio / Reference standards : TCVN 5064, TON 5935

Loal cip

Tipe
(mm’)

AsV 16/27
AsV 25/4.2
AsV 35/6.2
ASV50/8.0
AsV70/11

AsV 95/16

ASV 120/19
AsV 120727
AsV 150/19
AsV 150/24
AsV 185/29
AsV 185/43
AsV 240/32
AsV 240/56

Céic théing s trong bing chi mang tinh chéft it thiéu vd khdng phal 13 cic chi tiéu dnh gIé sin phém,

Ruitdln aiin m&m Chitu diy

Conductor rijtdandign  cichdign

Phin thép Phén nhém Dia. of Insulation

Steelpat  Aumbumpat  conduct thickness

(No/mm)  (No./mm) (mm} (mm)

1185 6/1.85 56 10
11230 6/2.30 69 12
1280 6/2.80 84 12
13.20 6320 96 14
11380 6/3.80 14 14
1/450 6/4.50 135 16
L85 26240 152 16
.0 301220 154 16
7/L.85 24/280 16,8 18
nn 26/2.70 171 18
7230 26/2.98 188 20
7280 30/2.80 196 20
240 24/3.60 216 22
7320 30/3.20 24 22

The parameters are for reference only, they're not specification.
San phém dugc san xudt va kiém tra tudn thi theo cic quy djnh clia tiéu chuan ap dyng.
The products are manufactured and tested according to requirements of applied standard.

Ngoai cic chiing loai san phdm trén, chiing t6 s& san xuit cic loal sin phim cf qul cich theo yéu ciu clia khich hng,

Duting kinh
tiing gin diing

Approx. overail
diameter

(mm)

8

Dl trd rudt din § 20°C
Conductor resistance st 27C
Nho nhit Léin nhit

M. Hax,
(©fkm) (@km)
1,7462 18174
11291 11751
0,7619 0,7929
0,5832 0,6070
04134 0,4302
0,2047 0,3067
0,2391 0,2489
0,2480 0,2582
0,2005 0,2087
0,1998 0,2080
0,1559 0,1623
0,1528 0,1590
0,158 0,1206
01173 01221

In addition to the product categories above , we will produce all kinds of specifications products according to customer requirements

18

Két céiu / Construction

1, L§i thép/Conductor

2. Lp nhdm
I 3, Lip céch dign
1
www.goldcup.com.vn

+ §¢f thép HK ddn hogc bén

Chitudal
d6ng goi

+ S nhom ciing

+ Nhyia PVC

@2 DAY & CAP DIEN GOLDCUP THONG S6 KY THUAT
aoOLDCUP wire § cable Specifications

Déy nhom trén diing cho dudng day tai dién trén khong
Aluminum conductor for overhaed line power transmission

Tiéu chudin tham kho / Reference standards : TCVN 5064

Logl cip Kétchy Buingkich KAl lugng Bin tr ruft dln 8 20°C Lyc Chitu dal
Structre thng gindiing  déy gin diing Conductor resisance at 20C kéo diit dong goi
Type 56 sgi Bubngkinh sl Approx. overal  Approx. mass Nho nhéit Lén nhit Minimum Packing length
No. of wires Dla. of wires diameter Min Max breaking load
(mm) (mm) (mm) (kgfkm) (©/km) (@fkem) ™ (m)
Al 7 170 5 40 17647 18367 3021 3000
A25 7 2,13 6 65 11259 11719 4500 3000
A3 7 2,51 8 9% 08180 08514 5913 3000
A50 7 300 9 135 0,5633 0,5863 8198 3000
A70 7 3,55 i 18 0,4048 04214 11288 3000
A95 7 410 12 250 0,3052 03176 14784 3000
Al120 19 280 14 30 0,2410 0,2508 19890 2000
A150 19 315 16 405 0,1905 0,1983 24420 2000
A185 7 251 18 505 0,1543 0,1605 29832 1000
A240 37 284 20 645 0,181 0,1229 38192 1000
A300 37 315 2 7% 0,0980 0,1020 47569 1000
A400 7 3,66 % 1070 0,0725 0,0755 63420 1000

Céc théng 6 trong béng chi mang tinh chat giél thiéu va khong phai 13 céic chi tiéu dénh gi4 san phém.
The parameters are for reference only, they're not specification.

San phém dugc san xuét va kiém tra tudn thi theo cic quy dinh cilia tiéu chudn ap dyng.
The products are manufactured and tested according to requirements of applied standard.

Ngodi cAc chiing loai san phm trén, chiing t5i & san xusit cAc loi sén phim 6 qui cich theo yéu cu cia khéch hing.
In addition to the product categories above , we will produce all kinds of specifications products according to customer requirements

Két cdu / Construction

www.goldcup.com.vn 19



THONG S0 KY THUAT DAY & CAP BIEN €
Specifications GOLDI

Déy nhom trén IGi thép ding cho dung day tai dién trén khéng
Aluminum conductor steel reinforced for overhaed line power transmission

Tiéu chugin tham khao / Reference standards: TCVN 5064

Loglchp Kk cha oubngkih  Knflkng  Bldntrufeding 20
Stuctre tiogginding  dbyghnding 0 ae atarC

e MmG MO ool Apmoass  MONR Unmi
Sedpat  Aumimpat  dametr Hin Hax

(mm’) (Nomm)  (No,mm) (mm) (kgkm) (@) (@fkm)
As16/27 1185 6/185 6 65 17462 18174
As25/42 1230 6230 7 100 1,191 1,1751
As35/6.2 128 6/2.80 8 145 07618 07529
As50/80 1320 63.20 10 190 0,5832 0,6070
As70/11 1/380 6/3.80 1 2n 04134 0,4302
As95/16 1/450 64,50 10 380 0,247 0,3067
As 120/19 7185 26/240 15 47 02391 0,2489
As 120/27 720 30220 15 520 0,2480 0,2582
As150/19  7/185 24280 17 550 0,2005 0,2087
As150/24 7210 %0270 7 600 0,1998 0,208
As150/34 7250 30/2.50 it 670 0,2020 02102
As185/24 70210 %345 19 700 0,1509 01571
As 185/29 7230 26/2.98 19 720 0,1559 01623
As185/43 70280 307280 % 840 0,1528 0,590
AS240/32 7240 %360 2 910 0,158 0,1206
As240/39 7265 /340 2 950 0,198 01246
As240/56 7320 /320 2 1100 01173 o121
As300/39 7265 24j400 % 1130 0,0939 00977
As 300/48 7195 26/3.80 % 1180 0,0958 0,0998
s 300/66 19210 30/3.50 25 1310 0,0080 0,1020
As330/30 7230 48/298 b 1140 0,084 00878
As330/43 70280 54/2.80 % 1250 0,0852 0,086
As 400/64 7340 2437 2 1570 00728 0,0756
As400/93 19250 30415 bi] 1840 0,0967 00725

Cic thong 53 trong bang chi mang tinh chat gidi thigu va khdng phai 14 cic chi tiéu dinh gia san p
The parameters are for reference only, they'e not specification.

S4n phéim dugc sin xust vA kiém tra tusin thi theo cAc quy dinh ciia tiéu chusn &p dung,
The products are manufactured and tested according to requirements of applied standard,

Ngodi cic chiing logi san phdm trén, chiing i sé san xuéit cac logi san pham o qui cich theo yéu
In addition to the product categories above , we will produce all kinds of specifications produicts according to ¢t

Két cau / Construction

1. Lgi thép
2. Lp nhém

20 www.goldcup.com.vn

iOLDCUP DONG DI

¢ cia cAc logi cap treo

1in air condittion
cip2is Cp3, 4100 e
20005 3, 4oores ]
cables cables
& ®
8 6 1
109 o i
134 14 2,
163 140 B,
28 178 2
%7 m &,
29 2% 8
w b w
6 T 12
m 405 1
54 467 2

1 todn ddng dién tal dinh mirc

walculating of currennt rating

1q bifexa tructiép, céeh mét bé mét cd dinh mdt khodng céch t3i thiéu bing (

ung thyc té'khac vdi céc diiu kin tinh todn nhu trén thicdc gid trj
1 diéu chinh,
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